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Brief instruction 

This is an instruction for using the EtherCAT protocol for communication between DSE and a PLC. In this example it is 
shown which steps are necessary to establish this connection using the TwinCAT software by Beckhoff. 
 
Note: For this example the software TwinCAT 2.11 is used. 
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Carry out 

The EtherCAT protocol must be activated in DSE. 
 

• Open the TwinCAT software 

• Create a new project 

• Add the EtherCAT master and after that, scan for boxes 
 

 
 
 

• Add the DSE  

• Double click DSE 

• In the tab ‘Process Data’ select the ‘Load PDO info from device’ button 
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• In the ‘Sync Manager’ select ‘Inputs’ and after that ‘Outputs’ 

• Add the signals that should be transmitted in the ‘PDO Assignment’ 
 

 
 
 

• At ‘Task’ right click on ‘Inputs’ and add a new variable 
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• In the left menu at ‘Box 1 (DSE)’ double click a random variable/signal 

• Assign it to the task variable 
 

 
 
 

 

• Apply the configuration and set the cpu mode to ‘run’ 
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• Now all channels are available with live values 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Disclaimer 

These examples are for illustrative purposes only. They cannot be used as the basis for any warranty or liability claims. 


