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QuantumX – Sept. 2012: Firmware and Software Package 
 
Many thanks for taking QuantumX from HBM as your solution for data acquisition and test!  
 
This document gives you a quick overview on WHAT’S NEW. 
 
This file is also part of the QuantumX System CD. Before installation, please check our website for 
updates: http://www.hbm.com  
 
Your feedback is important for us. If you encounter any problems or you have suggestions to improve 
our products, please let us know.  
 
Version Chart (grey = no change to last version) 
 
QuantumX System CD New Version 

QuantumX Assistant 2.6.1 (Build 147) 
QuantumX Firmware Updater 1.2.3 (Build 107) 
QuantumX Data Recorder Assistant (CX22-W) 2.0.0 (Build 0) 
QuantumX LabVIEW® Driver (VI library) 1.5.1 (Build 80) 
QuantumX .NET/COM API (programming interface) 1.6.1 (Build 93) 
NEW: QuantumX CANape Driver 1.1.1 (Build 23)  
TEDS Editor 3.3.0.1 
FireWire Driver for Windows 1.40 (0.38) 
QuantumX Framework Library 1.22.2.0  

 
QuantumX Module Firmware New Version 

CX27, MX840, MX410, MX460, MX1609, MX1601, 
MX1609-T, MX1615, MX878, MX879,  
MX1609-P, MX1601-P, MX411-P, MX460-P 

1.21.46.0 

MX840A, MX440A,  
MX840A-P 2.21.46.0 

  
Other Software Packages Min. Version 

HBM catman®EASY / AP *  from 3.3.5 
HBM DIAdem™ Driver * 4.65 
DASYlab™ Driver * on request 

 
* please read the according Release Notes  
 

http://www.hbm.com/
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What’s new? 
 
QuantumX Modules 

• Bridge / strain gauge amplifier: MX1615 
• Ultra robust DAQ series product launch: MX840A-P, MX411-P, MX460-P, MX1601-P 

 

QuantumX Firmware  
• Firmware free of charge: http://www.hbm.com/  

• Note: please keep all modules of your system up to date 

 
QuantumX Documentation 

• NEW: operating manual for QuantumX ultra robust series,  

datasheets for MX840A-P, MX411-P, MX460-P, MX1601-P 

• Modification: MX1615 datasheet, QuantumX standard operation manual 

 
Software - Minimum Requirements 
 

• Software: 
o Windows®XP, VistaTM or 7  
o Microsoft Internet Explorer Version 6.0 or higher 
o Microsoft .NET framework 2.0 or higher 

• Hardware: 
o 32 or 64 Bit architecture 
o Intel Pentium 1 GHz or equal 
o RAM 

 512 MB for Windows® XP 
 1024 MB for Windows VistaTM or 7  

o Graphics adapter and monitor with resolution of 1024 x 768 pixel  
o 3 … 55 MB free hard disc memory (more with .NET framework) 
o Ethernet interface (10/100 MBit) or FireWire interface (PC-CARD, ExpressCARD, 

PCI, PCIexpress) from partner Allied Vision 
• Driver:  

o LabVIEW 2009, 2010 or 2011  
o .NET API has been tested with Visual Studio .NET 2005 and 2010  
o CANape Driver: tested with CANape 10.0 SP2  
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