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Brief description

This application example demonstrates how a value is transferred from the WTX110 to a remote
display. For this, the Ethernet interface (M12 connector) on the WTX110 must be implemented on
the 2 output from the right. The external control is made possible by a connection to a PC, that using
the software tool PanelX. Any device with an Ethernet interface is suitable for this application
example.

Hardware configuration

Rinstrum D842-K840-AC-E

= Modern and intuitive user interface
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Connection to the remote display

£2 Lantronix Devicelnstaller 4
File  Edit View Device ools  Help
’)Search IaExclude er;Assign IP @Upgrade

= Lartronix Devices - 1 devicel(s)

‘ETQ Ethemet 72 21.68.10315
BD XPort
B«:uii ¥Port-05 - fimware v6.10.0.1

l@

Device Details  Web Corfiguration  Telnet Configuration

& Address: http://172.21.68.205:80

Sollten nach Schritt 2, bis auf
die letzte Spalte, gleich sein

Search for the remote display.

Confirm.
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Click on connection and the follow window appears:

1

®

If the remote display still has a non-compatible IP address, assign a suitable one via DHCP.
Enter the IP address of the remote view under Web Configuration.

A new Window open: Username: admin / Passwort: emty
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Device Details Web Configuration  Telnet Configuration
@ G2t/ 172.21.68.205/secure/Ibe_conf.htm

Xrort LANTRONIX"

Connection Settings

Network
:“WT’T | Channel 1
ena tmne Connect Protocol
Protocol:
ttings
Connect Mode
X Passive Connection: Active Connection:
Trigger 1 A i
) " ccep ] .
E:ﬁ Incoming: |Yes v Active Connect: |Auto Start V|
— - Password - In )
Configurable Pins Required: O¥es @ No Start Character: 0x00  (in Hex)
Apply Setti
B Password: Modem Mode: |None V|

Modem Escape Sequence

Pass Through- ®ves CNo Show IP Address After RING: @) yes () No

Apply Defaults

Endpoint Configuration:

Local Port: Remote Port:

[[] Auto increment Local Port for active Remote Host - Fill in the IP-address of the
connect connected WTX110.

Common Options:

Telnet Com Port [ .
Chtrl: Connect Response:
Terminal Use e
Mame: l:l Hostiist ) Yes @ No LED:

Disconnect Mode
on Mdm_CElJr:EE OYes ®No Hard Disconnect ® ves () MNo
Check EOT(CD) O 'Yes @ No nactvity Timeout [0 |+ [0 (mins - secs)

Ab hier weiter tbersetzen
Ihre “Connection Settings” sollten aussehen wie auf dem Bild, aufler dem Feld “Remote Host".

Fir die nachsten Einstellungen wird die Konfigurationssoftware des Herstellers benétigt. In unserem
Fall die Software des rinstrum D841.

Legal note

These examples are for illustrative purposes only. They are not subject to any warranty or
Liability claims.
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