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Time: Entry
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Filler configuration;
only available in filler application

access if no sensor 
is connected

exception: back to „Select Group 1 – 9“ with 
not with the INFO-Button

only available in
standard application

only available if WTX slaves are in the same 
network and correctly assigned in 
Service Mode / Config. / Config. Remote Ctrl.

note: if „S1“ activated 
only access, 
no changes possible
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PanelX access

Set PanelX password

Update SSL cert

Start auto ping

Terminal No.

Backup or 
Restore 
from USB

Application

note: after 
change restart 
required!

Language

LS1 – LS4 Source

LS1 – LS4 Mode

Input 1 – 4

Output 1 – 4

Load fact. Def. 
Settings

Baud

Databits

Parity

Ctrl.

Protcl.

Baud
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Parity

Ctrl.

Protcl.

Port
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Entry field INFO level

Three diffrent possible entries

Map symbology

Subsequent field INFO level

Related fields on INFO level

Enter password / Unload Scale

Mastermode

Click INFO button

Click respective grey button

Notes

Triple RangeDual RangeSingle Range

High Cap.
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Password
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1 Entry
Service
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2 Entry
Setup-
Level
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Supervisor 
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measure and predict with confidence

 1. Connect Sensor

 2.  go to “Calibration”\“1 Scale Parameters”  
and enter load cell parameters like Capacity, Interval, Unit

 3. Perform Calibration   
- with Calibration Weight go to “2 Calibration”   
- without Calibration Weight go to “8 Calculation Span” 

 4. Enter further parameters like Dual Range, Linearization, etc.

 5. Save Calibration Parameters

Quick Start Guide for Calibration Setup

note: only 
calibration

note: adapted parameters
must be saved to be valid!


