
Special features

− 4-character LED display
− Format 48 x 96 mm
− All functions programmable
− Selectable input 0 to 5/10 V,

0/4 to 20 mA
− Sensor power supply
− Scaling of initial/final value

Digital Indicator for 
Panel−Frame Mounting

DA2510

Dimensions (in mm; 1 mm= 0.03937 inches)
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Specifications

Description DA2510

Display
Character height

max. display range

Decimal point

Operating sign

mm

d

4-character, 7-segment red LED

14

−1999...9999

programmable

minus sign only

Input signals
Ranges, available with plug-in bridges

Input resistance at
Voltage measurement (10 V)

Current measurement

MΩ
Ω

DC voltage, direct current

0...5 V, 0...10 V, 0/4...20 mA

1

20

Sampling rate
Accuracy
Scaling

1/s 3

�0.05 % of the display; �1 digit

Initial and final value programmable; with or without
measurement signal

Dimension symbol None

Temperature compensation ppm/°C �50

Detection of peak values Max. and min. values can be queried

External control functions
Sensor power supply

Taring, keep display

24 V DC/30MA or 10V DC/50 mA,
available with plug-in bridges

Rated temperature range °C 0 to +60

Storage temperature range °C −40 to +85

Relative air humidity, maximum % 90 (at 40 °C, non-condensing)

Operating voltage (mains connection)
Maximum power consumption
Protection class
Protection system

V

VA

230/115 �15 % (50 to 60 Hz), available with plug-in
bridges

3

I

IP65 (front side, with protective cover only)

Connections
Dimensions (H x W x D)
Cutout in panel-frame (H x W)
Housing material
Weight

mm

mm

g

Plug−in screw terminals

48 x 96 x 100

45 x 92

Polycarbonate, 94 V-0 UL

312

Hottinger Baldwin Messtechnik GmbH

Im Tiefen See 45, D-64293 Darmstadt, Germany
Tel.: +49 6151 803−0 Fax: +49 6151 8039100
Email: support@hbm.com Internet: www.hbm.com

Modifications reserved. 
All details describe our products in general form only. They
are not to be understood as express warranty and do not
constitute any liability whatsoever.
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