
Special features

- OIML test report up to 6000 d
- Dual‐range capability, 2 x 3000 d
- Basic functions: 

Gross, Net, Tare, Print
- Counting scale function
- RS‐232 interface
- Two control inputs and two

control outputs
- Degree of protection IP65

Scale electronics
(NAWI) in a stainless
steel enclosure
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Dimensions (in mm; 1 mm = 0.03937 inches)
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Specifications
Type WE2108M

Max. number of verification intervals per OIML R76 (Class III, IIII)
Input sensitivity

d

μV/e

6000;  2 x 3000;  multi‐range;  multi‐interval

≥1
Measuring range mV/V 0 … 2.7
Minimum load cell resistance Ω 87
Maximum load cell resistance Ω 2000
Load cell excitation VDC 6.5
Length of cable between WE2108 and load cell(s) m max. 100
Data rate meas./s 50 … 28
Filter cut‐off frequency (‐3 dB)

settling time
Hz

ms

2 … 12

90 … 625
Voltage supply
Power consumption (incl. lighting)

VDC
W

10 … 35
2.5

Display LCD with backlighting
Character height mm 20
Status indicator zero, net, standstill, unit, range
Keys membrane keypad (tactile feedback)
2 control inputs  (e.g. gross, tare, net, printer)
Permissible voltage range V

active level <0.8 V, Ri = 10 kΩ
-30 … +30

2 control outputs (e.g. for PLC)
Max. current

V

A

max. 40 (open collector)

0.2, typical
Interface 1 x RS‐232
Baud rate, adjustable Bd 1200 … 9600

Interface functions
printing, serial display (autom. output), PC connection via

RS‐232

Nominal (rated) temperature range °C ‐10 … +40
Operating temperature range °C ‐10 … +60
Storage temperature range °C ‐30 … +70
Connection screw terminals
Weight, approx. kg 1
Degree of protection per EN 60 529 (IEC 529) IP65 (front only)
Immunity from interference (EMC) per EN 45 501 (3 V/m) additionally tested up to 10 V/m
Enclosure material stainless steel (front only)

Accessories (to be ordered separately):
- CD‐ROM with WE2108 Panel Program and command descriptions for PC connection
- Plug‐in power supply unit (100 … 240 V), Order no. 1‐AC/DC15V/550mA

Hottinger Baldwin Messtechnik GmbH

Im Tiefen See 45 ⋅ 64293 Darmstadt ⋅ Germany
Tel. +49 6151 803‐0 ⋅ Fax: +49 6151 803‐9100
E‐mail:  info@hbm.com  ⋅  www.hbm.com

Modifications reserved.
All product descriptions are for general information only. They
are not to be understood as a guarantee of quality
or durability and do not constitute any liability whatsoever.
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