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High-load stainless steel platform load cell with degree of protection IP69K
Darmstadt – The new type series PW29 from HBM offers platform load cells specially designed for extreme environmental conditions. With the degree of protection IP68/IP69K, these load cells can be used in constantly damp environments and can be cleaned using steam cleaners without any limitations. Under extreme environmental conditions, various commercially available cable protection systems can be mounted on the integrated thread adapter. The PW29 devices are made of high-quality chrome nickel steel and are currently available in 5 maximum capacity steps from 100kg to 1t.
Typical application cases are platform scales in sizes up to 800x800mm. The already robustly constructed PW29 devices are also protected effectively from overloads by an adjustable overload stop. The NMI test certificate and the OIML conformity certificate confirm the high accuracy and the suitability for use of the PW29 in verifiable scales. The products are delivered as standard in the accuracy class C3MR up to a Y-value of 15000.
For more information, go to www.hbm.com.


Image caption: High-load platform loac cell PW29 for use under extreme environmental conditions

HBM Test and Measurement
Founded in Germany in 1950, Hottinger Baldwin Messtechnik GmbH (HBM Test and Measurement) is today the technology and market leader in the field of test and measurement. HBM’s product range comprises solutions for the entire measurement chain, from virtual to physical testing. The company has production facilities in Germany, USA and China and is represented in over 80 countries worldwide. 
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