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DATA SHEET

HLCB2…
ロードセル
��
� ������（IP68/IP69K）
� 
��
: 110kg～4.4t
� ����
� ����
� 6��
� �����に
�� み
� OIML R60で!"される6000dのハカリに�%
� NTEP(&') III M5000のハカリに�%
� ()*�+,��モデルにも01
2345：7TC221035 (オプション)

��	
 （�
：MM、1 MM = 0.03937"）
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(I)
センシング（＋）
H5（－）
シールド�
(ハウジングのアー
スに)

ケーブルN�O（6��）

P

ケーブル：
∅5.4 mm （0.21"）(PQ)
∅6.4 mm（0.25"）、
RSメッシュケーブル（オプション；3R、6R、12R）Xき

����（Emax） A B C D E F G H J K �L M N P
110kg；220kg；550kg；1.1t 133.4 30.2 30.7 57.7 15.4 76.2 25.4 1.7 13 3 m 20.6 M12 14.2 12
1.76 t 133.4 30.2 30.7 51.7 15.4 76.2 25.4 1.7 13 3 m 20.6 M12 14.2 12
2.2 t 171.5 36.5 36.8 76.2 19.1 95.3 38.1 2.5 20.5 6 m 30.2 M20 17.0 12
4.4 t 171.5 42.9 42.9 76.2 19.1 95.3 38.1 2.5 20.5 6 m 30.2 M20 20.1 12
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YZげ[\(ケーブルを]"して
^�する_%) 5 x D = 27 mm

R27

73
4
3

5.
4

��メッシュ�TPE（オプション）


YZげ[\(ケーブルを]"し
て^�する_%)
5 x D = 32.5 mm

R32.5

6.
4

`78.8

`43

TPE（��）

��

タイプ HLCB2
OIML R60に�づく���� 1) D1 C3 C4 C6
ロードセル��� nLC 1000 3000 4000 6000
����

Emax
220 kg; 550 kg;

1.1 t; 1.76 t; 2.2 t;
4.4 t

110 kg; 220 kg;
550 kg; 1.1 t;

1.76 t; 2.2 t; 4.4 t
220 kg；550 kg；1.1 t

��� �� vmin Emaxの% 0.0285 0.0100 (220 kg、1.76 t、2.2 t、4.4 t)
0.0090 (110 kg、550 kg、1.1 t)

��� ��の! Y 3500 10000 (220 kg、1.76 t、2.2 t、4.4 t)
11111 (110 kg、550 kg、1.1 t)

NTEP IIIMに�づく����
ロードセル��� nLC - 5000 - -
����

Emax -
110 kg; 220 kg;

550 kg; 1.1 t;
1.76 t; 2.2 t

- -

��� ��
vmin Emaxの%

- Emax / 9700
Emax / 12125
（550 kg）

- -

"#��
$� Cn mV/V 1.94
$�%& % ±0.5 ±0.1
ゼロ'に(する)�*+ 2)

TK0 Cn/
10 Kの%

±0.0400 ±0.0140 (220 kg; 1.76 t; 2.2 t; 4.4 t)
±0.0127 (110 kg; 550 kg; + 1.1 t)

$�に(する)�,� 2) TKC ±0.0420 ±0.0140 ±0.0105 ±0.0070
ヒステリシス%& 2) dhy

Cnの%

±0.0500 ±0.0166 ±0.0125 ±0.0083
-./0 2) dlin ±0.0500 ±0.0170 ±0.0166
クリープ301 dcr ±0.0500 ±0.0166 ±0.0122
��23の45の6り MDLOR ±0.0500 ±0.0166 ±0.0125 ±0.0083
7589 RLC

Ω

350～480
4589 R0 350 ±2 350 ±0.12
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HLCB2タイプ
C6C4C3D1OIML R60に�づく���� 1)

:;ブリッジ<=>? 3) Uref V
5

ブリッジ<=>?@A 3) BU 0.5～15
BC89 Ris GΩ ＞ 5
)�DE@A 3) BT

°C
-10～+40

FG)�@A 3) Btu -30～+70
HI)�@A Btl -50～+85
JK23 EL

Emaxの%

150 (1.76 t�: Emaxの171 %)
JKLM5 Elq 100
NO23 Ed 300 300
P�F23（QRのSTは DIN 50100
による） Fsrel 70 (1.76 t�: 600 kg～2 t)

����23UのV
�（WX） snom mm 0.5（1.76 t＝1.4 mm）
3� (WX) G kg 0.9 (110 kg～1.76 t); 1.6 (2.2 t); 2.2 (4.4 t)
EN 60529（IEC 60529）
に�づくHY�� IP 68 / IP 69K IP 68 / IP 69K

Z[
きわいc
ケーブルdef
ケーブルgh (PQ)
ケーブルgh (オプション)
ゲージiりXけjのkl

ステンレスo 4)

ステンレスo4) （シールp：Viton®）
5.4 mm (0.21 in) TPE

6.4 mm (0.25 in) qrメッシュワイヤ
レーザu��v��

\]^_なケーブル� m (ft)
m (ft)
m (ft)
m (ft)

3 m (9.84 ft) PQ
6 m (19.69 ft) オプション

12 m (39.37 ft) オプション
20 m (65.62 ft) オプション

1) OIML R60 with PLC = 0.7.
2) w�x�（dlin）、ヒステリシスz{（dhy）、および|}に0する~}��（TKC）の�は���。これらの%��はOIML R60で!"され

た��z{の��に�%
3) ,�のおそれのある��での^�：+,!�の*��の��を��してください。
4) EN 10 088-1による

アクセサリ

����によるエラー��のため、HBMではこのタイプのロードセルに、��あるコンポーネントを� してい
ます。�¡_¢の£¤により¥のようなo¦があります:
� HLCB/ZFP/...T §り¨�ローディングフット
� HLCB/PCX/1.76T §り¨�ローディングフット(�さª«¬­)
� HLCB/...T/ZEL エストラマーベアリング
� HLCB/ZDP/...T エストラマーベアリングイージートップ
� HLC/ZPU/...T dXベース/dXキット
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HLC B ...]アクセサリ(`a；�
MM)

39
～

45
.5

*
65

.5
～

72
*

∅ 50
∅ 60

�

HLCB/ZFP/1.76 T - §り¨�ローディングフット(ステンレ
スo) 、HLC B / 110 kg...1.76 t�:

スチール
ゴム

ロードフットは、XSのブラケットで
ロードセルに]"

�

＊�さª«¬

10

∅60
∅50

54
.5

 ～
60

.5
*

2.
3

a.f.13
a.f.17

59
.5

 ～
65

.5
*

HLCB/PCX/1.76 T - §り¨�ローディングフット(ステンレ
スo)、HLC B / 110 kg～1.76 t�、³}´µC6まで01:

スチール

ゴムプレート、dqし¬

ロードフットは、XSのブラケットで
ロードセルに]"

�

� 0¶·¸19

16

∅ 80

�

�

HLCB/ZAK/1.76T - §り¨�ローディングフット、�さª«¬­
(ステンレスo)、HLC B 1.76 t�:

63
.2
～

68
.2

∅ 80
∅ 90

85
.5

 ～
 9

3 
*1)

89
 ～

 9
6.

5 
*2)

47
.5

 ～
 5

5 
*1)

51
 ～

 5
8.

5 
*2)

スチール
ゴム

HLCB/ZFP/4.4 T - §り¨�ローディングフット(ステンレスo)、
HLC B / 2.2 t + 4.4 t�:

* �さª«, (1) = 
��
 2.2{t / 2) = 
��
 4.4{t)

HLCB/...T/ZEL - ゴムーメタルベアリング (¹ºメッキ; HLCB/1.76T/ZEL R HLC�に+»�­のp¼で½¾)、HLC B�

∅ C

∅ TR

Z

ZEL

a

B Y

X
e

L


�¿�ÀÁÂÃÄ（
��
ÅÆ）： HLCB/1.76T/ZEL: 4.5mm
HLCB/4.4T/ZEL: 8 mm
HLCB/10T/ZEL: 9.5 mm

(110 kgモデル01Ç¬)

タイプ ���� B �C-0.1 L R �T X Y Z a e
HLCB/1.76T/ZEL
HLCB/1.76T/ZELR 220 kg～1.76 t 58.8 20 118 100 9 120 60 10 92 80

HLCB/4.4T/ZEL 2.2 t 71.2 30 152.4 125 11 150 100 10 113 100
HLCB/4.4T/ZEL 4.4 t 71.2 30 152.4 125 11 150 100 10 116 100
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HLC B ...]アクセサリ(`a；�
MM)

HLCB/ZDP/1.76 T イージートップ - ゴム・RSベアリング、HLC B / 220 kg ...1.76 t�
(��Éけj: ステンレスo、u�プレート: ¹ºメッキp)

アクロスフラット19

72
 ± 0

.5

80
60


Ê 0.8 mm

79
 / 

87

�
さ
ª
«
¬

��

HLCB/ZDP/4.4 T イージートップ - ゴム・RSベアリング、HLC B / 2.2 t + 4.4 t�
10

5 
‐

 1
12

.5
 2)

10
1.

5 
‐

 1
09

 1)

76
100

�
さ
ª
«
¬

1) = 
��
 2.2 t
2) = 
��
 4.4 t

(��Éけj: ステンレスo、u�プレート: ¹ºメッキp)

u�プレート
(ËÌÍ)

イージートップは、XSブラケッ
トでロードセルに]"

�

�


Ê 0.8 mm

* �¡
オプション

A*

� �

ZPU/1.76T: 4x M8
ZPU/2.2T + 4.4T: 4x M10

12
12

�

B*   (= e�ÎÏÐ)

∅G

E F

D

=
=

C

B

ÑÌÍ
HLC/ZPU/...T - dXベース/dXキット (¹ºメッキ) HLC B�

��Éけjには:
• HLCB/...t/ZEL
• HLCB/ZDP/...t

ÒめXけトルク MA: 
Ó��

HLC/ZPU/...T

A
N

P

タイプ ���� NO23 A B C D E F G N P MA
HLC/ZPU/1.76 T 110 kg～1.76 t 3.52 t 60.5 168 100 70 16 136 13.5 20 10 130 Nm
HLC/ZPU/2.2 T 2.2 t 4.4 t 81.5 212 120 84 18 175 14 25 20 400 Nm
HLC/ZPU/4.4 T 4.4 t 8.8 t 88 212 120 84 18 175 14 25 20 400 Nm
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ごbcコード

HLCB2
ケーブル� 3 m (9.84 ft) ケーブル� 6 m (19.69 ft)

TPE (カバーシート) ケーブルde TPE (カバーシート)
ケーブルde

���� ���� fghiなし ATEX+IECEx+FM Zone 1/21 fghiなし
110 kg C3 1-HLCB2C3/110KG-1
220 kg D1

C3
C4
C6

1-HLCB2D1/220KG-1
1-HLCB2C3/220KG-1
1-HLCB2C4/220KG
1-HLCB2C6/220KG

550 kg D1
C3
C4
C6

1-HLCB2D1/550KG-1
1-HLCB2C3/550KG-1
1-HLCB2C4/550KG
1-HLCB2C6/550KG

1-HLCB2C3/550KG3

1.1 t D1
C3
C4
C6

1-HLCB2D1/1.1T/-1
1-HLCB2C3/1.1T/-1

1-HLCB2C4/1.1T
1-HLCB2C6/1.1T

1-HLCB2C3/1.1T3

1.76 t D1
C3

1-HLCB2D1/1.76T/-1
1-HLCB2C3/1.76T/-1

2.2 t C3 1-HLCB2C3/2.2T
4.4 t C3 1-HLCB2C3/4.4T

�ÔÅqのÕÖ(ケーブルÊ、+,オプション、ケーブルタイプ)を�"できます(ÆÔの�×オプションÓを��)。
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オプション

HLCB2ロードセル (オプションk）
K‐HLCB2

1
コード オプション1：lmn

B PQ（kl´µ：IP69K）

2

コード オプション2：����
C3 C3（OIML）
C4 C4（OIML） ［オプション3＝220 / 550 / 1100 およびオプション5＝S3の_%のみ］
C6 C6 (OIML) ［オプション3＝220 / 550 / 1100 およびオプション5＝S3の_%のみ］

3

コード オプション3：����
110 110 kg
220 220 kg
550 550 kg

1100 1.1 t
1760 1.76 t
2200 2.2 t
4400 4.4 t

4

コード オプション4：fghi
N +,��なし

AI1/21 ATEX+IECEx+FM Zone 1/21
AI2/21 ATEX/IECEx Zone 2/21

AI2/21_F ATEX+IECEx Zone 2/21 + FM ［オプション3＝110/2200/4400の_%をÚく］

5

コード オプション5：ケーブル�
S3 3 m (9.84 ft)PQ ［オプション3＝ 110, 220, 550, 1100, 1760 の_%のみ］
S6 6 m （19.69 ft）PQ ［オプション3＝2200/4400の_%のみ］
6 6 m (19.69 ft)PQ ［オプション3＝ 110, 220, 550, 1100, 1760 の_%のみ］

12 12 m (39.37 ft)
20 20 m (65.62 ft)
3R 3 m (9.84 ft)ÛÜワイヤ ［オプション3＝ 110, 220, 550, 1100, 1760 の_%のみ］
6R 6 m（19.69 ft）ÛÜワイヤ

12R 12 m（39.37 ft）ÛÜワイヤ

6

コード オプション6：o / pq
N なし

AU オーストラリアのタイプラベル NMIA NO S498 Xき [オプション3 = 110 の_%はÚく]

K-HLCB2 - B - - - - -
1 2 3 4 5 6

rてのコードをstにuみvわせできるわけではありません。wxyzのSTにc{してください
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オプション

ATEX, IECEx and FM (US/CA)に|}のfg��
AI1/21 1), 2) ATEX+IECEx+FM zone 1/21, intrinsically safe;

- ATEX/IECEx: II 2G Ex ia IIC T6/T4 Gb + II 2D Ex ia IIIC T125°C Db;
- FM(US/CA): Class I zone 1 AEx/Ex ia IIC T4 Gb + zone 21 AEx/Ex ia IIIC T125°C Db;
- FM(US): Class I, II, III Division 1, Groups A, B, C, D, E, F, G T4

AI2/21 1) ATEX+IECEx zone 2/21, not intrinsically safe;
- ATEX/IECEx: II 3G Ex ec IIC T6/T4 Gc + II 2D Ex tb IIIC T125°C Db

AI2/21_F 1), 3) ATEX+IECEx Zone 2/21 + FM, not intrinsically safe;
- ATEX/IECEx: II 3G Ex ec IIC T6/T4 Gc + II 2D Ex tb IIIC T125°C Db
- FM(US): Class I, II, III Division 2, Groups A, B, C, D, F, G T4

1) BVS 13 ATEX E 108 X + IECEx BVS 13.0109 X
2) FM 18 US 0176 X + FM 18 CA 0144 X
3) FM 17 US 0159

ホッティンガー・ブリュエル・ケアー（HBK）
〒136-0071　��������6-26-5　�����ビル6F
TEL：03-5609-7734  FAX：03-5609-2288
www.hbkworld.com  E-mail：info_jp@hbkworld.com

ÔÝÞ�はÃßされる_%があります。(ÕÖàのÔáはすべてâão¦のäåæなçèです。
o¦のkéをêすものとしてëìされるべきものではなく、また、いかなるíæîïを¾すもの
でもありません。Ôáに{ðがñる_%にはドイツóô(がõとなります。なおöまれるÍÌは
ドイツóô(の÷oであり、すべてäøíで½¾されています。
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