
For use with

SomatXR Rugged DAQ

SomatXR Features

– Rugged, mobile data acquisition in a
flexible, modular system

– Waterproof, dustproof, shockproof,
vibrationproof

– Ultra-rugged: IP65/IP67, MIL202
– Wide thermal range: -40 to 80 °C
– Secure and efficient storage of
measurement data
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1-SCM-R-TCX-2
Thermocouple Adapters,
Type K, Type E, Type T or Type J

Special Features

– 1-SCM-R-TCK-2 conditions output for
K-type thermal element

– 1-SCM-R-TCE-2 conditions output for
E-type thermal element

– 1-SCM-R-TCT-2 conditions output for
T-type thermal element

– 1-SCM-R-TCJ-2 conditions output for
J-type thermal element

– Provides RTD for cold junction compensation
– Features TEDS for automatic adapter
configuration

– Locking style thermocouple connector for
vibration and shock resistance

– Only to be used with the SomatXR
MX840B-R Universal Amplifier
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© HBM, Inc. All rights reserved. All details describe our products in general form only.
They are not to be understood as express warranty and do not constitute any liability whatsoever.

Americas: HBM, Inc. · 19 Bartlett Street · Marlboro · MA01752 · USA · Tel.: (800) 578 4260 · Email: info@usa.hbm.com

Asia: Hottinger BaldwinMeasurement (Suzhou) Co., Ltd. · 106 Heng Shan Road · Suzhou 215009 · Jiangsu · China
Free hotline: 4006217621 (only in China) · Tel.: +86 512 682 47776 · Email: hbmchina@hbm.com.cn

Europe: Hottinger BaldwinMesstechnikGmbH · Im Tiefen See 45 · 64293 Darmstadt · Germany
Tel.: +49 6151 803-0 · Email: info@hbm.com

Specification Units Value

Input
                    1-SCM-R-TCK-2
                    1-SCM-R-TCE-2
                    1-SCM-R-TCT-2
                    1-SCM-R-TCJ-2

-
-
-
-
-

-
type K thermocouple
type E thermocouple
type T thermocouple
type J thermocouple

Linearization range
                    type K
                    type E
                    type T
                    type J

-
°C [°F]
°C [°F]
°C [°F]
°C [°F]

-
-100 ... +1,300 [-148 ... +2,372]
-200 ... +900 [-328 ... +1,652]
-270 ... +370 [-454 ... +700]
-100 ... +760 [-148 ... +1400]

Noise at 25 °C (peak to peak) K ±1 °C

Temperature drift K ±1 °C over temperature range -40 ... +80 [-40 ... +176]

Total error limit at 22 °C ambient temperature K ±1.0

Nominal (rated) temperature range °C [°F] -40 ... +80 [-40 ... +176]

Relative humidity range % 5 ... 100

EMC - CE conformity test per EN 61326-1:2012

Dimensions (length) mm 230

Weight g 64
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