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Short description 

Example sequence for consistent data transmission via Profibus-DPV1 using Simatic Step7. 
 

Introduction 

The Siemens-Step7 example program shows the basic  structure using a Siemens CPU313-2DP and a DF30DP or 
DF31DP (digiCLIP).  
 
In the example, consistent (related) data is read and written over the Profibus interface using the SFC14 and 
SFC15 modules. In addition, the parameter container has been installed for parameterization of DF30DP in cyclic 
data exchange. 
 
Furthermore, the complete amplifier parameterization via the DPV1 functions using SFB52 (read data set from a 
DPV1 slave to PNO AK1131) is shown. 
The DF30DP operating manual provides all possible commands and values. 
 

Procedure 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



TECH NOTE – digiCLIP DF30DP and DF31DP   

 

 
Author: Michael Guckes Page 2 of 2  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TIP 

… 
 

Legal notice 

This example is only to illustrate integration of the HBM amplifier into a Profibus network. HBM declines all 
responsibility or liability for this example. 
 


